
 الثالث البروفيل تصميم المحاضرة الحادية عشرة

 الأفقي: البروفيل حساب.3-5-6

Calculating Horizontal Well Profile Variables 

 
 المجاهيل المطموب ايجادها:

1. Profile drawing 

2. Well coordinate 

3. Build radius 

4. MAX hold angle 

5. End of Build 1 (EOB1) True Vertical 

Depth (TVD) 

6. EOB1 Measured Depth (MD) 

7. EOB1 Displacement 

8. Start of Second Build MD 

9. Total Measured Depth to the Target 

 المعمومات المعطاة:
Target location = 1800 ft @ 135° AZM 

Target’s TVD (V4) = 3800 ft 

KOP (V1) = 2000 ft 

Build up rate 1 (BUR1) = 5.73° / 100 ft 

Build up rate 2 (BUR2) = 9.55° / 100 ft 

 



 والأفقية الشاقولية المساقط بحساب الخاصة والقوانين البروفيل شكل يبين:البروفيل مخطط. 1
 الانحراف وشدة الانحراف وزاويا و والمساقط لممجالات

 
 



 

 
 العناصر المحددة لموضع الفراغي لمبئر:حساب .2

 . حساب موقع الهدف:2-1

 



 

 

 
 . حساب نصف قطر الانحراف:2-2

Calculating Build Radius 



 

 

 
 . حساب زاوية الميل العظمى:2-3



Calculating MAX Hold Angle 

 

 

 



 

 

 

 

 



 
 : الحقيقي الشاقولي العمق  الزاوية بناء مجال  نهاية حساب.2-4

Calculating End of Build 1 (EOB) True Vertical Depth (TVD 

 

 
 :المقاس العمق  الزاوية بناء مجال  نهاية حساب. 2-5

Calculating End of  Build 1 (EOB) Measured Depth (MD) 



 

 
 :الأول المائل لممجال الأفقي الانزياح حساب.2-6

Calculating End of  Build 1 (EOB) Displacement 



 

 
 .حساب عمق بداية بناء المجال الثاني:2-7

Calculating Start of  Second Build Measured  Depth (MD) 



 

 

 
 لمهدف الوصول حتى الكمي العمق حساب. 2-9



Calculating Total  Measured Depth to the Target 

 

 
Summary 

The calculations performed in this module are usually done on the computer. Even 

though  technological advancements have led to improved and more effective 

calculation methods, the directional driller must know how to perform well planning 

calculations independent of  computer assistance. The driller needs to be able to 

perform these calculations if the client asks for an explanation of how the value is 

obtained.  

In this module you have learned to do the following: 

Given all but one of the variables for a well profile, calculate the values of the 

missing 

variables for a build-hold ("J" or Slant) well. 



Given all but one of the variables for a well profile, calculate the values of the 

missing 

variables for a "S"-type well. 

Given all but one of the variables for a well profile, calculate the values of the 

missing 

variables for a horizontal well. 

 

 

 

 


